


Als uw te hoge vrachtwagen een tunnel nadert, springt het 
verkeerslicht bij de tunnels op rood. Niet alleen de vrachtwagen 
maar ook het achterliggende verkeer en collega’s moeten 
stoppen. Dit veroorzaakt onnodige fi les en schade voor de regio 
en de vervoerssector. Ook vrachtwagens met “klapperende 
zeilen” zijn potentiële veroorzakers van schade in tunnels.

De schade veroorzaakt aan tunnels en viaducten door een te hoge vrachtwagen loopt al 
snel op tot meer dan € 150.000. De schade wordt verhaald op de veroorzaker. Ook gelden er 
zware boetes (tot € 750,00) voor “te hoge vrachtwagens”.

Het is dus verboden om zonder onthe�  ng met een vrachtwagen boven de 4 meter het Neder-
landse wegennet te berijden. Voor ritten met een te hoge vrachtwagen dient vooraf onthef-
fi ng te worden gevraagd bij de RDW te Zoetermeer. Met een onthe�  ng kunt u een tunnel 
passeren via de omleidingsroute voor het vervoer van gevaarlijke sto� en (oranje borden) over 
een naastliggende brug. Voor speciale transporten kan een specifi eke onthe�  ng voor een 
“convoi exceptionnel” (al dan niet met begeleidende voer-tuigen) worden verleend waarbij een 
verplichte route opgelegd wordt. 
De onthe�  nghouder moet die route vooraf schouwen. 
Zonder onthe�  ng met de daarbij verplichte route is het 
strafbaar om het Nederlandse wegennet te berijden.  

Onthe�  ngen voor exceptioneel transport: 
tetinfo@rdw.nl of 079 – 345 81 34

Overige wettelijke bepalingen voor de afmetingen 
van vrachtauto’s in Nederland zijn:

Maximale afmetingen vrachtauto’s in Nederland:

 Beschrijving Meters Feet
Hoogte  4,00 13,12
Lengte Trekker + oplegger 16,50 54,13
Lengte + Aanhangwagen 18,75 61,52
Lengte LZV (Langere Zwaardere 
 Vrachtauto’s) 25,25 82,84
Breedte  2,55 8,37
Breedte Geconditioneerde 
 Voertuigen (Koelwagens) 2,60 8,53

Voorkom onnodige fi les!

Voorkom schade aan uw vrachtwagen!

Voorkom schade aan tunnels!

Voorkom hoge boetes!

Voorkom ergernis bij collega’s
 /weggebruikers!

Top 5 hoogtemeldingen
1. Drechttunnel (A16)

2. Coentunnel (A10)

3. Botlektunnel (A15)

4. Velsertunnel (A22)

5. Eerste Beneluxtunnel (A4) 

When a too high vehicle approaches a tunnel, the tra�  c light 
will immediately give a red sign. The truck, as well as the tra�  c 
behind the truck, are being put to a stop. This causes unneces-
sary congestions and avoidable disadvantages for the district 
and the transportation sector. Also consider: trucks with 
“clapping sails“ are potential causers of damage in tunnels.

Damage in tunnels and viaducts caused by trucks that are too high can add up to an 
amount of more than € 150.000. Satisfaction for the damage is to be sustained from 
the responsible party. Additional fi nes (up to € 750,00) can be applied for trucks that 
are too high.

In the Netherlands it is prohibited to drive a truck that exceeds the limit of 4 meters without 
exemption for higher transport. It is mandatory to apply for exemption at the RDW in 
Zoetermeer when driving a too high vehicle. With an exemption you are allowed to pass a
tunnel via the alternate routing for the transport of dangerous goods (orange signs) over 
a nearby bridge. For special transportation a specifi c exemption for “convoy exceptional” can 
be submitted. In this case the driver is provided a special route 
that is obligatory. The driver is to examine this route 
beforehand. It is penal to drive without the exemption.

Exemption for exceptional transport:
tetinfo@rdw.nl or +31 (0)79 – 345 81 34

Other lawful provisions for the measurements for trucks in 
the Netherlands:

Maximum measurements trucks in the Netherlands:

 Description Meters Feet
Height  4,00 13,12
Length Drawer + trailer 16,50 54,13
Length + Second carriage 18,75 61,52
Length Longer and heavier trucks 25,25 82,84
Width  2,55 8,37
Width Refrigerated vehicles 2,60 8,53

Prevent unnecessary congestions!

Prevent damage to your truck!

Prevent damage to tunnels!

Prevent high fi nes!

Prevent inconvenience for road users!

Top 5 height call: 
1. Drechttunnel (A16)

2. Coentunnel (A10)

3. Botlektunnel (A15)

4. Velsertunnel (A22)

5. Eerste Beneluxtunnel (A4) 
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